
 

FT-SAM-10026 - Lift Preventative Maintenance Checklist.docx                           Rev D Page 1 of 8 

 

Lift PM Maintenance Checklist  

Model Number  Model/Serialization Plate Location 

Serial Number  

Customer  

Location  

Contact  

Phone Number  

 

The following actions will be completed for each visit for the maintenance of the Speed-Lift: 

1. Inspect the general operation and condition of the Speed-Lift. 
2. Determine that the following parts are in good physical condition and proper working order: 

Main control handle and bracket 

Remote control cable 

Remote handle and brackets 

Bridge wheels (lubricate, if required) 

3. Grease all required fittings. Replace any broken fittings if necessary. 
4. Examine hydraulic cylinders for leaks, pitting, and other possible deterioration. 
5. Verify proper function of rod end rotation and fasteners. 
6. Add Dexron 3 ATF fluid to reservoir if required. Inspect cover bolts and gasket to ensure there are no leaks. 
7. Examine the functionality of all hydraulic hoses and fittings. 
8. Elevate lift to bypass and check for pressure leaks. 
9. Inspect and lubricate all bridge and off ramp hinge pins. 
10. Examine the electrical box to assure proper electrical function, verify wires are in safe operating condition, 

and that the ECS on/off switch is in good working order. 
11. Verify that the enclosure is in good condition. 
12. Inspect the extension cord, plugs, and receptacles. 
13. Assure that all safety decals are visible and have not deteriorated. 
14. Verify that the anchoring system, particularly the surface and wall/floor anchors are properly secured. 
15. Ensure stabilization jacks are cranked down. 
16. Check for any missing or damaged parts.   

 

Upon completion of the preventive maintenance, the following inspection report will be compiled explaining the overall 

condition of the lift, recommendations for additional parts and service and a general prognosis for future use and life. 

 

 

Technician Signature:___________________________________Date:_______________________ 

 

 

Customer Signature:____________________________________ Date:_______________________  
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Lift PM inspection report  

Items identified in the following list to be repaired or 
replaced are not covered by the preventive maintenance 

program and are subject to an additional charge 

Step Location Check for the Following 

OK or 
Insert 'X’ 

to 
Replace 

Comments 

1 

Electrical – Control Box 
 
 
 

 
 

 

 
 

Control Box Condition: 
Water Ingress/Scorched 
Components/Rust 

 
Insert ‘X’ if Control 
Box requires complete 
replacement 

Overload Reset Plunger: 
Broken/Flimsy  

 

Loose Electrical Connections & 
Components 

 
 

Control Box Cover: 
Screws installed 
Seal condition 

 

 

Control Box Electrical Components  

 

Components requiring 
replacement: 

Electrical Wiring: 
Exposed Wires/Cracks 
O-Rings on box glands 

 

 

2 

Electrical – Control Valve & Switch 
 
 
 
 

3A - Control Valve & ECS Switch:  
Broken/Damaged 
 
3A - Wiring to Switch: 
Broken/Damaged 
 
 

 

 

3B - Flow Control Valve: 
 
 

 
 

3C - Flow Limiter: 
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Step Location Check for the Following 

OK or 
Insert 'X’ 

to 
Replace 

Comments 

3 

Electrical – Motor/Pump 
 
 

 

 

 

Motor: 
Humming or unusual sounds 
 
Hydraulic Pump: 
Humming or unusual sounds 
 
Motor Cover: 
Missing/Damaged 
 
Electrical Connections: 
Cracks/Exposed 
 
Hydraulic Connections: 
Rusted/Leaking 
 

 

 

4 

Electrical – Supply Connector & 
Power Cord (If Available) 

 

 

Lift Power Connector: 
Damaged 
Boot Cracked/Missing 
 
 
Power Cord: 15’ if Indoors/ 
  50’ Outdoors 

 

 
 
 
 
 

 

5 

Hydraulics – Cylinders 
 

Cylinders: 
Pitting/ Rust/Leaks 
 
Spherical Bearing 
 
Support Pin – Top 
 
Support Pin - Bottom 
 
 

 

 

6 

Hydraulics – Distribution System 
 
 

 
 
 

Fittings:  
Cracks/Excessive Rust/Leaks 
 
 
 
Hoses: 
Cracks/Abrasions/Leaks 
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Step Location Check for the Following 

OK or 
Insert 'X’ 

to 
Replace 

Comments 

7 

Reservoir 
 
 
 
 
 

Reservoir Cover: 
Missing/Damaged Bolts 
Missing/Damaged Gasket 
 
Reservoir Breather: 
Missing/Damaged 
 
Reservoir Filter: 
Missing/Damaged 
 
Reservoir Fluid (8 Gallons): 
Pink color (water contamination) 
 
Bridge Wheel: 
Missing/Damaged 
 

 

 

8 

Impact Protection System 
 

 

9A - Step Bumpers: 
Bent/Missing Rubber 
 
9B – Vertical Bumpers: 
Bent/Missing Rubber 
 
9C - Horizontal Bumpers: 
Missing Rubber 

 

 

9 

Adjustable Wheel Assembly 
 
 
 
 
 

 
 
 

10A - Bridge Wheel (Green): 
Worn Bearings/Worn Wheel 
Surface 
 
 
10B - Bridge Wheel Structure: 
Bent 
 
 
10C - Wing Nut:  
Missing/Damaged 
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Step Location Check for the Following 

OK or 
Insert 'X’ 

to 
Replace 

Comments 

10 

Grease Fittings (22 Locations) 
Designated ‘HERE’ Below 

Pre October-2017 Models 

 
Post October-2017 Models 

 
 

 
 
Fittings won’t take grease or are 
broken/missing 
 
 
 
 

 

 

11 

Stabilization Jacks 
 

 
 

Jacks: 
Bent/Seized Up 

 

 

12 

Transport Wheels 
 

 
 

13A - Fixed Axle Wheels: 
Worn Bearings/ Rough Operation 
 
 
 
13B – Swivel Castors: 
Worn Bearings/ Rough Operation 
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Step Location Check for the Following 

OK or 
Insert 'X’ 

to 
Replace 

Comments 

13 

Control Handles 
 

 
 

14A Remote Control Cable: 
Excessive Play/Kinks/Non-
Operational 
 
14B Remote Handle: 
Bent/Missing Components 
 
14C Main Handle: 
Bends/Missing Components 
 
 

 

 

14 

Platform Locking Pin 
 

 
 

Missing: 
 
 
 
 
Non-Existent: 

 

 
 
 
 
 

 

15 

Platform Railing 
 

 
 

Expanded Metal Siding: 
Bowing/Warping/Holes 
 
 
Deck: 
Damaged/Holes 

 

 

16 

Main Bearings 
 

 
 

17A - Platform Bearings: 
Cracks/Noisy 
 
 
17B - Frame Bearings: 
Cracks/Noisy 
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Step Location Check for the Following 

OK or 
Insert 'X’ 

to 
Replace 

Comments 

17 

Bridge & Ramp 
 

 
 
 

18A - Ramp: 
Excessive play at hinges/Damaged 
plate 
 
 
18B - Bridge: 
Excessive play at hinges/Damaged 
plate 
 

 

 

18 

Automatic Folding Ramp (AFR) Rods 

 
Automatic Folding Ramp (AFR) Slings 

 

AFR Rods: 
Bent 
 
 
 
 
 
 
 
AFR Slings: 
Damaged 
 
 
 
 
 

 

 

19 

Owner’s Manual 
 

(Normally found in box mounted on 
platform railing on post-2016 models) 

Owner’s Manual: 
Missing/Damaged 
 
Storage Box: 
Missing/Damaged 
 

 

 

20 

Miscellaneous Decals: 
Damaged/Missing 
 
 
 
ECS Bypass Plate on Control Box: 
Missing 
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Step Location Check for the Following 

OK or 
Insert 'X’ 

to 
Replace 

Comments 

21 

Options  

 

 

22 

Paint Frame: 
Faded/Missing/Scratched 
 

Platform: 
Faded/Missing/Scratched 
 

Ramp: 
Faded/Missing/Scratched 
 

Bridge: 
Faded/Missing/Scratched 
 

 

 

23 
Photographic Record Requirements Photographs of each of the steps 1 through 20 – as identified in the 

location schematics – are required if condition is NOT OK. 

Lift PM Inspection Report Completed By: 

Name:   
Company:   

Position:   
Date:   

 


