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Speed-Lift Surface Anchor (Type II) 
Installation Instructions 

 
Surface Anchors are available in either one of 2 kits – one for up to 6,000 pound capacity, and a second kit for 
capacities of 8,000+ pounds. The parts found in each kit are summarized below: 
 

M0074.71 – Angled Surface Anchor with Hardware – Set of 2 
– For Speed-Lift up to 6,000 Pounds Capacity 

Item Part Number Description Quantity 

1 30313 Rev A – Surface Anchor – Type II 2 

2 ANCR002 
Anchor Sleeve 5/8" x 3" L - Hex 
Nut - Similar to Wej-It HSA5830 

8 

3 BLT0010-1 Bolt Hex Zinc 3/4-10 x 4-1/2" L 4 

4 WASH006 Washer Flat Zinc ¾ 8 

5 WASH008 Washer Lock Zinc 3/4 4 

6 NUT0009 Nut Zinc 3/4 4 

 

M0074.72 – Angled Surface Anchor with Hardware – Set of 2 
– For Speed-Lift of 8,000+ Pounds Capacity 

Item Part Number Description Quantity 

1 30313 Rev A – Surface Anchor – Type II 2 

2 ANCR002 
Anchor Sleeve 5/8" x 3" L - Hex 
Nut - Similar to Wej-It HSA5830 

8 

3 BLT0011-1 Bolt Grade 8 3/4-10 x 5-1/2" L 4 

4 WASH006 Washer Flat Zinc ¾ 8 

5 WASH008 Washer Lock Zinc 3/4 4 

6 NUT0009 Nut Zinc 3/4 4 

 
The surface anchor is mounted to each side of the Speed-Lift’s frame near the bridge end as shown below: 
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The anchor angle is bolted to the frame on each side using two x 
¾” bolts, washers and nuts provided.  
 
 
 
 
 
 
 
 
 
 
 
Each anchor angle is bolted to the ground using the 5/8” x 3” anchor sleeves provided – 4 per anchor angle – in 
accordance with the following installation instructions: 
 

 
Each concrete hole should be 5/8” diameter by 3-1/4” deep minimum. 
 
The finished installation on each side of the lift will appear as shown to 
the right:  


