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IMPORTANT 
 

Please read and understand these installation instructions prior to assembly 
and installation of the EZ-Install Speed Lift. More details are provided in the 
Owner’s Manual. If you have any questions, call Superior Handling 
Equipment toll free at (800) 221-4339 immediately. Use this information, in 
association with the Owner’s Manual, to train all Speed Lift installers. 
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1.0 INTRODUCTION 

 

These installation instructions provide a summary of the basic requirements to unload, assemble, 
and test an EZ-Install Speed Lift. They are not intended to replace the Owner’s Manual which 
includes additional information to maintain the warranty and ensure the long-term reliability and 
performance of the Speed Lift. 
 

You must read, understand, and follow the instructions given in this booklet. Keep this booklet and 
associated documentation with the lift. 
 

Please observe and follow all safety notices and warning labels that are installed on the Speed Lift 
to ensure safe operation and the protection of the operator.  
 

Ensure that the Speed Lift is operated on level ground. 
 
 

IF YOU HAVE ANY CONCERNS REGARDING YOUR SPEED LIFT, THEN PLEASE CALL 
SUPERIOR HANDLING EQUIPMENT AT EITHER (800) 221-4339 OR (386) 677-0004. YOU 
MAY ALSO EMAIL THE COMPANY AT INFO@SUPERIORLIFTS.COM.  
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2.0 Initial Receiving of the EZ-Install Speed Lift 
 

The EZ-Install Speed Lift will arrive either as a pre-assembled lift or on a pallet with all parts stored within 
the lifting platform, below. 

  

If the lift is delivered pre-assembled, and it needs to be disassembled to be installed within a building, then 
proceed to Section 2.1 for disassembly instructions. If already disassembled, then proceed to Section 2.2.1 
for installation instructions. 

2.1. Removal From Transportation Vehicle of an Assembled EZ-Install Lift 
 

Upon arrival on site the EZ-Install Speed Lift must first be removed from the transport vehicle, typically 
using a suitably sized fork-lift or telehandler. If the lift needs to be disassembled for installation into the 
building, then follow the following disassembly instructions. Before performing any disassembly tasks, first 
ensure that the platform is fully supported on a dolly or appropriate frame. 

 

Under no circumstances should personnel go under the platform during the 
disassembly or installation process as serious injury or death may occur. 

2.1.1. The Control Cable 
 

Disconnect the control cable from the main handle assembly and frame 
by removing the highlighted pin  and U-bolt. Store the loose parts for later 
re-assembly. Securely stow the cable on the platform. 
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2.1.2. Disconnecting Platform from Frame 
 

Remove the bolts holding the upper arms and lower torque tube onto the platform.  

   

Upper Lifting Arm(s)    Lower Torque Tube 

Store the loose parts for later re-assembly. Remove the upper lifting arms and securely stow on the 
platform. 

Beneath the platform, loosen the 
bolts securing the Lower Platform 
Pins to the deck and retract the pin 
until it is no longer connected to the 
Torque Tube. 

 

The platform is now separated from 
the Frame. 
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2.1.3. Frame Dis-Assembly – If Required 
 

If work site access is restricted, then the frame can be dis-
assembled into its 3 components to facilitate access. While 
supporting the main frame assembly which houses the motor, 
pump, etc., remove the bolts that attach the side rails and angled 
supports to the main structure. Proceed to Section 2.2.1 for 
installation instructions with the frame in situ. 

 

 

 

2.2. Removal From Transportation vehicle of a Dis-Assembled EZ-Install Lift 
 
Upon arrival on site the EZ-Install Speed Lift must first be removed from the transport vehicle, typically using 
a suitably sized fork-lift or telehandler. The Frames and various sub-assemblies need to be lifted out of the 
orange platform using appropriate lifting equipment – either forklift or telehandler, etc. 
 
The following sequence of installation may be changed, depending on the constraints of the site. 

2.2.1. The Frame 
 

The frame is received in 3 major pieces – main assembly including motor, pump, electrical control box and 
hydraulics system, plus two side rails and angled supports.  
 

• Using appropriate lifting equipment, place the main frame assembly in/near its final location, 
typically with the motor end facing the direction where the truck will be approaching the lift.  

• With the frame on location, assemble the side rails to the main frame (one of two shown below), 
matching the numbers of each half, and then install bolts and tighten securely. 

 
 

• Install the left and right angle support members, matching the numbers to the main frame. Note: The 
valve side support has a through hole for the Platform Locking Pin (PLP). Tighten the bolts securely. 
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Left and Right Angle Supports 
 

2.2.2. The Lifting Platform 
 

• Using appropriate lifting equipment, set the platform on suitable dolly adjacent to the frame 
location, having first removed any items that were placed in the platform for shipping purposes. 

• The platform is now ready to be connected to the frame.  
 

 
 

• Connect the Speed Lift to the building power and “BUMP” the motor to ensure the rotation is correct 
– i.e., clockwise. If the electric motor rotates in the wrong direction, then turn the circuit breaker and 



 
 

 Doc. Rev.: C 

 

WI-MAN-10014 – EZ-Install Speed Lift Assembly Instructions 

 

Page 7 of 12 

 

WI-MAN-10014   Rev: C    Effective as of: 08/11/2025 
This document is uncontrolled once printed or transferred electronically. Updates must be requested. 

 

motor disconnect OFF and swap any two power leads at the bottom of the electrical disconnect. 
Reapply power and “BUMP” the motor again to check rotation. 

• Move the main control valve to the “UP” position and retract the hydraulic cylinder pistons until the 
shipping blocks can be removed and discarded. 

2.3. Connecting the Platform to the Frame 
 
Roll the platform into position within the frame so that the arms are on either side of the platform.  
 

• Pull the handle of the control valve down to lower the lifting arms. 

• Position the ends of the arms so that they align with the lower fixing holes on the platform. 

• Insert the platform pins from underneath the platform such that the slotted fixing rails are flat against 
the platform structure and the slots align with the fixing holes. Adjust the lifting arms so they align with 
the pins. Slide the pins into the swivel bearings. It may be necessary to start the bolts, with the large 
washers installed on them, in the pins and use a wrench to pull the pins into position, being certain 
not to allow the pins to rotate. As soon as there is room, install the fixing bolt through the rails on the 
pins to keep them from rotating.  
 

 
 

• Snug up the bolts to temporarily secure the lifting arms to the platform pins using the bolts, washers 
and lock washers provided in the kit. 

• Pick up the Automatic Folding Ramp (AFR) arms, note these arms are specific as to left or right side 
of the lift. Locate the arms such that the side with Snap-Rings will be under the bolt head and attach 
them to the spindles on the lifting platform using the bolts, washers and lock washers provided. 

• Apply Loctite and tighten the bolts that attach the AFR arms to the frame to 250 foot-pounds. 
 

2.4. Attaching the controls and Automatic Folding Ramp slings 
 

• Remove the ties securing the control cable to the lifting platform rail. 

 
•  Route the cable up to the main control handle - as shown below. 
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• Route the control cable as shown above to ensure that it will not be damaged during operation and 
then secure the control cable with hardware provided. Bend over the cotter pin’s end to prevent it 
from falling out. 

• Secure the control cable to the angle bracket using the “U”-bolt provided, being certain it is located 
at the groove in the metal housing on the cable end under the grey rubber boot.  

• Remove the ties securing the AFR cable slings to the lifting platform and attach the free end to the 
AFR arms as shown. 

“U”-Bolt 

Control 
cable 
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• Tighten the clevis pin securely.  

• With two people holding the bridge, remove the transport chain between the bridge and the side rail 
and discard. 

 

• Slowly lower the bridge until it is resting on the green wheel attached to the torque tube. 
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• Push the control handle up and elevate the platform slowly up to maximum height, checking that: 

o the control cable does not bind,  

o the bridge deploys,   

o there is no binding of any of the lifting arms and  

o the AFR cables do not become taught.  

• If not already adjusted then, at maximum platform height, tighten the AFR cable slings using the 
turnbuckles until there is a 1/16” to 1/4” gap between the ramp and the lifting platform rail. Once 
adjusted, tighten the jam nuts on the turnbuckles. 

                             

• With two people supporting the ramp while at maximum height, disconnect the transport chains 
between the platform and ramp where shown above and gently lower the ramp until the weight is on 
the AFR cable slings. 

• While slowly lowering the platform, check that:  

o the ramp lowers without binding or excessive noise, and 

o the bridge rises to the retracted position without binding or excessive noise. 

o the ramp is in full contact with the ground when the platform rests on the ground. 

3.0 Completing the assembly 

3.1. Torquing All Bolts 
 

 

CAUTION: DURING ANY OPERATION THAT REQUIRES PERSONNEL TO BE 
UNDER THE LIFTING PLATFORM FOR ANY REASON 

 THE PLATFORM LOCKING PIN (PLP) MUST BE INSTALLED.  

FAILURE TO DO SO MAY RESULT IN PERSONAL INJURY OR DEATH 

 

1/16” gap 
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• Raise the platform high enough to allow the Platform Locking Pin (PLP) to be installed and lower 
the lifting platform down until it is resting on the safety pin. 

• Looking underneath the lifting platform, locate the platform pin fixing bolts, loosen them enough to 
allow the pins to slide. Push or tap the pins outboard as needed to ensure they are fully seated in 
the bearings of the lifting arms.  

• Tighten the fixing bolts securely. 

• Raise the lifting platform up off the safety pin and then lower the platform to a suitable height that 
allows access to all the bolts used to secure the lifting platform to the frame. 

• If thread locking compound was not previously applied to the bolts,  one at a time, carefully remove 
each of the bolts securing the frame to the platform. Apply thread locking compound to the bolts 
and reinstall the bolts, lock washer and flat washer. Torque the bolts to 250 foot-pounds. 

• Using a suitable grease gun, apply grease meeting the requirements of Mobil XHP 462 to each of 
the zerk fittings, being certain that each point is fully lubricated. 

• Lower the platform to the ground, cycle the platform from fully down to fully up and back down at 
least one time to ensure the grease is distributed and there are no binding or operational 
anomalies. 

4.0 Completing the installation 

4.1. Locating the Speed Lift 
 

• Lower the platform to approximately 6” off the ground, push the Speed Lift into position at the 
loading/unloading dock. 

• Lower the jacks and raise the wheels off the ground, 

• Using the anchor system provided, secure the Speed Lift in position. 

• Cycle the Speed Lift through the range of normal operation to ensure the bridge height is adjusted 
properly. Note: When the bridge height adjuster is properly set, it will not be in contact with the 
bridge during loading or unloading operations. The height adjuster is not designed to take the 
weight of a loaded pallet truck. It is designed to allow the bridge to be in the correct position of 
being supported by the bed of the truck during loading/unloading operations. 

• Ensure there is either limited or no back and forth movement of the Speed Lift during the raising or 
lowering operations. If excessive movement is detected, then adjust the anchor system as needed 
to restrict the motion. 
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